
4.1

Bracing Wall Tie Down

GENERAL NOTES:

1. These details are intended to be

used in the construction industry by

suitably qualified designers and

builders.

2. I-Built details are to be read in

conjunction with the Architectural

Drawings, Engineers Drawings,

NZS3604:2011 and the I-Built

Design and Installation Guide.

3. Builder is to double check all

measurements prior to installation

of all items.

4. Before cutting or drilling into

I-Beams refer to Hole Charts or

contact the I-Built team for

positioning guidance.

5. These construction details should

not be altered or amended in any

way.

6. Contact the I-Built technical team

on 0800 022 352 or

techinfo@nzwoodproducts.co.nz

with any questions.

45mm Thick MSG8 nog to joist

depth hard up under flooring

6kN - 1 / 300mm x 25mm x 1.0mm sheet

brace strap fixed with 6 / 30 x 3.15mm

product nails

to stud and block (twisted) to each end

12kN - 2 / 300mm x 25mm x 1.0mm sheet

brace strap fixed with 6 / 30 x 3.15mm

product nails

to stud and block (twisted) to each end

Sheet Brace Straps:

Double Web Stiffener each side

of I-Beam Nail using 5 / 75 x

3.15mm nails from each face.

6kN - 1 Multigrip to 1 face both ends

fixed with 30 x 3.15mm product nails

(fully nailed)

12kN - 2 Multigrips to 2 faces both ends

fixed with 30 x 3.15mm product nails

(fully nailed)

Multigrips :

Upper wall framing


